NOTES:
1. MOTION ARM AND UPHOLSTERY SHOWN FOR REFERENCE ONLY
2. ALL WEIGHT HORNS TO BE BOLTED ON ANGLED UP

REVISIONS

<table>
<thead>
<tr>
<th>ITEM</th>
<th>REV.</th>
<th>DOC.</th>
<th>DESCRIPTION</th>
<th>MECD</th>
<th>APPR.</th>
<th>DRAWN.</th>
</tr>
</thead>
<tbody>
<tr>
<td>MA</td>
<td>1</td>
<td></td>
<td>PROTOKON RELEASE D4 REV.</td>
<td>1951</td>
<td>TS</td>
<td>SL</td>
</tr>
<tr>
<td>MB</td>
<td>2</td>
<td></td>
<td>PROTOKON RELEASE EA REV.</td>
<td>2025</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

MATERIAL: N/A
FINISH: N/A

DIMENSIONS ARE IN INCHES
CONFORMS TO ASME Y14.5: 1994 TOLERANCES: (UGS)

0.X  ±0.8
0.XX ±0.02
0.XXX ±0.005
ANGLE ±1.0

DIMENSIONS ARE IN INCHES
CONFORMS TO ASME Y14.5: 1994 TOLERANCES: (UGS)

0.X  ±0.8
0.XX ±0.02
0.XXX ±0.005
ANGLE ±1.0

NOTE:
1. MOTION ARM AND UPHOLSTERY SHOWN FOR REFERENCE ONLY
2. ALL WEIGHT HORNS TO BE BOLTED ON ANGLED UP